
ASKOHEAT + Features and compatible devices

 
Type Device selection

Control inputs via page 1
ASKOHEAT + Features Placement of the heating eleme Check the box

Temperature sensor prioritisation Check the box
Minimum temperature usage Check the box
Off-peak tariff activation Check the box
Heat pump requirement Check the box
Legionella protection Check the box
Analogue input 0-10V Check the box

MODBUS RTU connection via page 2 Slave.ID Baudrate Parity
ASKOMA Smart Meter Up to 100A (Art. no. 004-0356) 1 9600 even Check the box
ASKOMA Smart Meter up to 200A (Art. no. 012-0134) 1 9600 even Check the box
Carlo Gavazzi EM340…S1 PFA 1 9600 none Check the box
ASKOMA Smart Meter RTU III up to 80A (Art. no. 004-0367 1 9600 none Check the box
Optec ECS M3 1 19200 none Check the box
Eastron SDM72D-M 1 9600 none Check the box
ALPHA-ESS  *1 Smart Grid Wert 1 9600 none Check the box
CHNT DTSU666 1 9600 none Check the box

MODBUS TCP connection via page 3
E3DC *2 S10, Check the box
TQ EM300, EM 420 Check the box
Kostal Smart Energy Meter Check the box
Fronius *2 Gen24, Symo Check the box
Huawei Sun2000 mit WLAN-FE-10 Check the box
Alpha ESS all Hybrid WR Check the box
Sonnenkraft HWR (Hybrid WR) Check the box
Sungrow *1 all Hybrid WR Check the box
Hardy Barth*1 Charging station Check the box
Fox*1 all Hybrid WR Check the box
SolarLog*1 Check the box

Senec connection via page 4
Senec *3 V2, V3 Check the box

Heat pump connection via page 5
Bartl ab 4.0 Check the box
Ino All series devices Check the box

ASKOHEAT+ has already been integrated by these manufacturers themselves
SMA Sunny Home Manager Check the box
LOXONE all Gateways  
Askoma Energy manager  
Plexlog all Data logger  
Consolinno Leaflet HEMS Leaflet HEMS
Neoom Conect
SMARTDOG Smartdog
SOLARMAX Max.Storage
Solar Manager Solarmanager
SmartFox SmartFox
MEO MEO

*1 PLANNED FROM MAY 2024
*2 SPECIAL SETTINGS ON THE WR REQUIRED!
*3 OWN INSTRUCTIONS AVAILABLE
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